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Address Setting 
The address of the Mini Zone Monitor is set using the eight segments of the DIL switch. Each 
segment of the switch must be set to “0”(ON) or “1”(OFF), using a small screwdriver or 
similar tool. A complete list of address settings is shown below. 
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10000000 
01000000 
11000000 
00100000 
10100000 
01100000 
11100000 
00010000 
10010000 
01010000 

 
11010000 
00110000 
10110000 
01110000 
11110000 
00001000 
10001000 
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11001000 
00101000 
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01011000 
11011000 
00111000 
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10100100 
01100100 
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11001100 
00101100 
10101100 
01101100 
11101100 
00011100 
10011100 
01011100 
11011100 
00111100 
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01011010 

 
11011010 
00111010 
10111010 
01111010 
11111010 
00000110 
10000110 
01000110 
11000110 
00100110 

 
0011111 

101 
102 
103 
104 
105 
106 
107 
108 
109 
110 
 

111 
112 
113 
114 
115 
116 
117 
118 
119 
120 
 

121 
122 
123 
124 
125 
126 
127 
128 
129 
130 
 

131 
132 
133 
134 
135 
136 
137 
138 
139 
140 
 

141 
142 
143 
144 
145 
146 
147 
148 
149 
150 
 

253 

10100110 
01100110 
11100110 
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00010001 
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10101001 
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11101001 
00011001 
10011001 
01011001 
11011001 
00111001 
10111001 
01111001 
11111001 
00000101 
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01000101 
11000101 
00100101 
10100101 
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01011101 
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01111101 
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10000011 
01000011 
11000011 
00100011 
10100011 
01100011 
11100011 
00010011 
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SMM/B Mini Zone Monitor 
Installation Guide 

General 

SMM/B Mini Zone Monitor is used to Control and monitor the state of the conventional 

Detector. The Current Capacity of the Zone Output can supply 13mA. 

 

Mounting 

1. Install all cables for termination. 

2. Terminate all cables as shown on wiring details. 

3. Set the address of the module as shown on page 2. 

 

Wiring details Technical Data 

87654321

Mini Zone Monitor

Loop L1 Loop L2Loop L1 Loop L2

Red Black

From Panel

Zone Output

+ -

 

Note: Loop L1 and Loop L2 are polarity 

insensitive, but, for the sake of consistency, it is 

recommended that Loop L2 be kept positive. 

 

Power Voltage (Loop)           17V-28V 

Zone Output Capacity        13mA MAX 

Zone Output Voltage          Vloop-1.7V 

Alarm current                    13mA 

Quiescent Current@24V           500uA 

 

 

 

 


